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FVW3040-0000
0038794

VIDEO 2-WIRE

FILTER BOARD AND
MATCHING RESISTOR

The FVW3040-0600 is required for connecting 
“older” TCS:BUS components (e.g. audio indoor 
stations ISH3x30-0140 and ISW3x30-0140). 

The matching resistor 0038794 is required to 
operate TCS:BUS indoor stations TASTA Audio 
(ISW5010-0145) at the end of a video 2-wire BUS 
strand.

Article no.

Video 2-wire filter board FVW3040-0000

Video 2-wire matching resistor 0038794

Video 2-wire filter board
FVW3040-0000

Video 2-wire matching resistor
0038794



Please direct your queries to

Fax +49 (0)4194 9881-189 
E-mail hotline@tcsag.de

www.tcsag.de/en/

CONTACTS
For design queries, please contact the 
technical hotline

Phone +49 (0)4194 9881-188 
(German landline)

Version on going to print 0811-2019 | Subject to change without notice. | Art. VF9683, Version 1.0

 > Filter component on video 2-wire:BUS system
 > Type of mounting: can be integrated
 > Input voltage: +32 V DC + 2 V
 > Output voltage without load: 27 V DV
 > Output voltage with load: approx. 24 V DC
 > Output current: I = 70 mA (on device in standby connected to output)
 > Maximum output current: I(max) = 120 mA 

(on active device connected to output)
 > Dimensions H x W x D in mm:  

28 X 26.5 x 6 (incl. double-sided adhesive tape)
 > Acceptable ambient temperature: -5 to 40°C
 > Protection category: IP00, protect against moisture
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FVW3040-0000
 > Type of mounting: integrable, secured with adhesive pads
 > Input voltage: +32 V DC + 2 V
 > Dimensions H x W x D in mm: 105 x 16 x 5
 > Acceptable ambient temperature: -5 to 40°C
 > Protection category: IP20, protect against moisture
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