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Product information 
 

Series AMI  

Info module 
AMI11300 

 
 

Note on  the validity of this product information 

This product information states specific information on the module. 
It is only valid in combination with the enclosed product information Modules of the series 
AMI in front-door stations. 
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Scope of delivery 
 

1 x Info module AMI11300 
3 x Spacer foil 0.5 mm  
1 x 4-pin connecting cable (60 cm)  
4 x Securing nut M4 
1 x Foil for name tag (format A5) 
  Product information info module AMI11300 
  Product  information modules of the series AMI in front-door stations 
 
 
 

Intended use 
 

 The info module AMI11300 is a module for front-door stations of the series AMI. 

 It carries an information tag which can be labelled by the customer to display street 
name and number.   

 It can only be used in combination with a display module AMI1010x, a built-in door 
loudspeaker module AMI11100 or any other module with 4-pin connecting cable e.g. the 
codelock module AMI 11200. 

 TCS:BUS® connection necessary 
 
 
 

Short description 
 

 White LED back lighting 

 Can be controlled by the dimmer switch of the illumination module 

 To connect via 4-pin connecting cable, second terminal for outgoing connections to the 
next module 

 
 
 

Technical data 

 

housing plastics, information field acrylic glass 

H x W x D 105 x 105 x 18 mm 

weight 235 g 

acceptable ambient temperature −25 °C to  +55 °C 

input current standby I(a) = 0,3 mA, I(P) = 3 mA  

3-wire technique necessary  
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Overview 
 

 

     

 

 
1 Information field 
 
2 Connection 
display module 
AMI1010x or built-in door 
loudspeaker module AMI 
11100 

 

3 Connection 
module with 4-pin con-
necting cable (bell but-
ton module AMI1090x,  
codelock module  
AMI11200) 

 

 
 
 
 

 
 

Connect the lines 

Installation example 

Connect the modules within the front-door sta-
tion  

After the installation of the front panel, the modules 
themselves have to be connected. 
 

 The information module must be connected with 
the last module of the front-door station (the low-
est, last on the right).  

 To connect the modules, please use the 4-pin 
connecting cable (60 cm) which is part of the de-
livery. 

 
 
 
 
 

Connect the module to the TCS:BUS® 

 The information module is connected via the dis-
play module AMI1010x or the built-in door loud-
speaker module AMI11100. 

 

Information module AMI11300 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Bell button module AMI1090x  

 

1 

2 3 
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Labelling the information field 

Labelling the information field 

Please find the templates AMI11300 under 
http://www.tcs-ami.de/downloads/   

 
1. Enter the required information in the template. 
2. Use a laser printer to print the information on the spe-

cial foil*. Cut the foil to size.  
3. Bend the latch at the top of the foil backwards. 
 

* We recommend to print the information on  a durable special foil. Foils can 
be ordered directly at TCS.  
Writeable polyester foil for name tags DIN A4. 

 

 
 
 

Open and close the module 

 
The foil can only be inserted, when the infor-
mation module is not installed in a front panel. 
 

1. To insert the foil, loosen both screws  

and remove the cover . 

2. Put the foil  between the light diffusion 

glass  and the the outer glass . 
3. Then, put back the cover and tighten the 

screws. 
 
 
 
 
 

 
 
 

Service 
 

Please send your questions and inquiries to 

hotline@tcsag.de 
 
 
 
 
Headquarters 
TCS TürControlSysteme AG, Geschwister-Scholl-Str. 7, D-39307 Genthin 
Fon: +49 (0) 3933 / 879910, Fax: +49 (0) 3933 / 8799 11, E-Mail: info@tcs-germany.de, Internet: 
www.tcsag.de  
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