Version 1.4.4
Date: 2026-02-11

Bugfixes

- *webinterface*: IPG Cloud: pick first outdoor station for ip camera
automatically or create, when VoIP Settings -> IP Cameras -> Camera list is
empty

## Changelog

## Version 1.4.2-rcl.4.3
## Version 1.4.3

Date: 2026-01-28

Bugfixes

- *fbi6l2x*: fix LoadFactorySettingsAfterUpdate

- *fbi6l2x*: extend maximum number of name characters for discovered onvif
camera

- *system*: move /home/config under /home/configs for msgbus components

- *webinterface*: remove French and Italien from WebInterface IPG-454

Version 1.4.2
Date: 2025-12-05

Bugfixes
- *fbi6l2x*: fix getting webinterface version from global software file instead
internal myVersion.txt

Version 1.4.1
Date: 2025-11-26

Features

- *enddevice*: allow runing 'enddevice' with the Discovery protocol disabled

- *enddevice*: rework the policy and structure of the
"UpdateService.firmwareUpdateStatus" notification

- *enddevice*: react on "UpdateService.getFirmwareUpdateStatus™

- *videoengine*: videomanager: implement auth with api_token parameter

- *videoengine*: transcoder: support switching source endpoint from one RTSP to
second RTSP camera

- *scripts*: improve run_program_.sh: add colored stdout, logs to /var/log/,
hook script support, signal handling

- *fbi6l2x*: support automatic update service

- *fbi6l1l2x*: handle Maintenance.firmwareUpdate from enddevice

- *fbi6l2x*: introduce update service manual checking

- *fbi6l2x*: adapt updateService firmwareUpdate mechanism according to new doc
- *fbi6l2x*: IP-Camera + BUS indoor station #IPG-447

- *system*: add common scripts as submodule into codebase

- *webinterface*: add automatic update service

- *webinterface*: adapt update service to new mechanism

### Bugfixes

- *enddevice*: rework handling of group calls (solve PPIM-589)

- *enddevice*: expand documentation, add every MsgBus message in use and links
to them



- *enddevice*: extract hostname from network user setting, use system hostname
only as fallback

- *enddevice*: add software version to 'globalUserAgent' field from device
info, not from the 'software' file

- *enddevice*: allow setting the weekly schedule on the current day (if current
hour:minute < scheduled hour:minute)

- *videoinspect*: move created thumbnails in screenshots directory

- *videoinspect*: handle correctly RTSP cameras with multiple streams (video,
audio, metadata)

- *videoinspect*: untrack .vscode

- *scripts*: make mount_ro.sh and mount_w.sh symbolic links to ro.sh and rw.sh
- *fbi6l2x*: add deviceId in Maintenance.devicelInfo

- *fbi6l2x*: add missing firmwareFamily in device info

- *fbi6l2x*: fix format of automatic update service start time 'Hxx:xx' to
"Txx:xx'

- *fbi6l2x*: send correct 'UpdateService.sessionStatus' after automatic update
is received

- *fbi6l2x*: if branch name start wirh 'rc' category is always 'rc’

- *fbi6l2x*: fix calculating percents on update service start

- *fbi6l2x*: fix automatic update service

- *fbi6l2x*: fix bricking device by remountung system to rw and syncing
hardware_id file

- *fbi6l2x*: fix videoengine parameters (send videoSettings YAML on
Configuration.getVideoOut request)

- *system*: move preinstall and postinstall to codebase

- *system*: add update_service under devicefs

- *system*: add ca-certificates

- *system*: add symbolic link to userSettings file

- *system*: add missing directory after migration to external videoengine
component

- *system*: add new factory image for automatic update service

- *webinterface*: fix reading versions from software file

- *webinterface*: add popup confirmation dialog before start manual update over
update service

- *webinterface*: fix current version and new version variables in firmware
update popup confirmation window

- *webinterface*: update service options are valid only for release and rc
branches

- *webinterface*: pull new translations for update service feature
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