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SERIES AD6 WITH  
ANNOUNCEMENT FUNCTION

SYSTEM SOLUTIONS

RESIDENT INFORMATION  
IN SPECIAL CASES

Instead of a separately installed announcement unit, an announcement 
can also be made via the AD6 display front-door station. The switch to 
announcement mode can, for example, be made using a key cylinder or 
transponder. The software can send an announcement to specific call 
targets or call target groups in predefined building sections. 

Up to 64 call target groups are possible.

AD6 WITH ANNOUNCEMENT FUNCTION Article No.

Audio front-door station, 12” display, announcement function on request

Video front-door station, 12” display, announcement function on request

Announcement function for call target groups or individual call targets

For each announcement, a choice can be made bet-
ween an automatic or a manual announcement. If the 
operator selects an automatic announcement, they 
can choose from up to four pre-configured messages. 
In the case of a manual announcement, the operator 
speaks live into the selected residential units.

ANNOUNCEMENT FUNCTION 
MANUAL OR AUTOMATIC



Send your inquiries to

Fax	 +49 4194 9881-189 
E-Mail	 hotline@tcsag.de

www.tcsag.de/en

CONTACT
For planning questions, use the tech-
nical hotline advice

Phone +49 4194 9881-188  
(German landline)

As of printing date 09-2024 | Technical changes reserved.

DISPLAY CHARACTERISTICS
	> Display size: 30.73 cm (12.1”) diagonal
	> Display type: Capacitive touch display, color

DEVICE CHARACTERISTICS
	> Outdoor station series with touchscreen
	> Mounting type: flush-mounted
	> Housing material: stainless steel
	> Adjustable voice output volume
	> Adjustable microphone sensitivity
	> Adjustable conversation time
	> Adjustable door release time / door standby time
	> Dome camera
	> Built-in door loudspeaker, barrier-free, bidirectional
	> Modular extensions: Function modules of the AMI series

	> SOFTWARE FEATURES
	> Sorting function: Resident search by name or apartment number
	> Multilingual user interface
	> Number of call destinations: For up to 1,000 residential units
	> Announcement functionality
	> Display individual information: e.g., company logo, floor plan
	> Code lock function: 6 codes for all users, plus an individual  

code per resident
	> Resident name management: Locally or via maintenance  

software (via LAN)

TECHNICAL DATA
	> Technology: TCS:BUS
	> Input voltage: 24 V
	> Current consumption: At standby: I(a) = 2.77 A,  

I(P) = 620 mA / max. 700 mA / with heating 2250 mA
	> Power consumption: At standby 16 W / maximum: 60 W

	> Permissible ambient temperature: -20 to +70 °C
	> UV resistance: Avoid direct sunlight 

https://www.tcsneu.de/ad6/

https://www.tcsag.de/systemloesungen/feuerwehrdurchsagen

SERIES AD6 WITH ANNOUNCEMENT FUNCTION

DIMENSIONS (IN MM)

USER INTERFACE

Start screen Resident and visitor mode

Display individual information Code lock function

ADDITIONAL VARIANTS WITH MODULES FROM AMI SERIES
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Video front-door station,  
12” display, 2 blank modules
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Rear view: For all variants, 
the flush-mounted box width 
is 420 mm.
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Video front-door station,  
12” display
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