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SERIES AD6
FRONT-DOOR STATION AUDIO / VIDEO

FLUSH-MOUNT

The AD6 is a flush-mounted front-door station with 
a 30.73 cm (12.1”) color touchscreen. The stainless 
steel front panel protrudes only 3 mm from the 
wall, and the display glass is flush with the front 
panel.

The multilingual, user-friendly, and intuitive inter-
face allows calling up to 1000 residential units. 
A search function makes it easy to find resident 
names or apartment numbers. This makes the AD6 
especially attractive for student residences, high-ri-
se buildings, office complexes, or micro-apartments 
with frequent tenant changes. Resident names can 
be managed locally on the AD6 via the interface or 
conveniently via remote access (via LAN) from the 
office.

Custom displays, such as company logos, visitor 
times, or building maps, make the AD6 display 
a valuable source of information at the building 
entrance.
 
EXPANSIONS

	> Maintenance software
	> Announcement function
	> Video
	> Functional modules 

For extensive, customer-specific planning, such as 
integration into columns or facades, and individual 
material, color, or labeling requests, TCS offers 
solutions with the AD6 to meet various structural 
requirements.

Instead of blank modules, a selection of 19 functional modules from the 
AMI series in black anodized aluminum can be installed. Up to 6 modules 
are possible, for example, a code lock, transponder reader, or fingerprint 
scanner for access control.

OPTIONAL FUNCTIONAL MODULES

Audio front-door 
station, 12” display

Video front-door 
station, 12” display

Video front-door 
station, 12” display, 
2 blank modules

AVAILABLE VARIANTS

FRONT-DOOR STATION AD6 Article No.

Audio front-door station, 12” display ADU64000-0030

Video front-door station, 12” display ADU64200-0030

Video front-door station, 12” display,  
2 blank modules on request



Send your inquiries to

Fax	 +49 4194 9881-189 
E-Mail	 hotline@tcsag.de

www.tcsag.de/en

CONTACT
For planning questions, use the tech-
nical hotline advice

Phone +49 4194 9881-188  
(German landline)

As of printing date 09-2024 | Technical changes reserved.

DISPLAY CHARACTERISTICS
	> Display size: 30.73 cm (12.1”) diagonal
	> Display type: Capacitive touch display, color

DEVICE CHARACTERISTICS
	> Outdoor station series with touchscreen
	> Mounting type: flush-mounted
	> Housing material: stainless steel
	> Adjustable voice output volume
	> Adjustable microphone sensitivity
	> Adjustable conversation time
	> Adjustable door release time / door standby time
	> Dome camera
	> Built-in door loudspeaker, barrier-free, bidirectional
	> Modular extensions: Function modules of the AMI series

	> SOFTWARE FEATURES
	> Sorting function: Resident search by name or apartment number
	> Multilingual user interface
	> Number of call destinations: For up to 1,000 residential units
	> Announcement functionality
	> Display individual information: e.g., company logo, floor plan
	> Code lock function: 6 codes for all users, plus an individual  

code per resident
	> Resident name management: Locally or via maintenance  

software (via LAN)

TECHNICAL DATA
	> Technology: TCS:BUS
	> Input voltage: 24 V
	> Current consumption: At standby: I(a) = 2.77 A,  

I(P) = 620 mA / max. 700 mA / with heating 2250 mA
	> Power consumption: At standby 16 W / maximum: 60 W

	> Permissible ambient temperature: -20 to +70 °C
	> UV resistance: Avoid direct sunlight 

https://www.tcsneu.de/ad6/

https://www.tcsag.de/systemloesungen/feuerwehrdurchsagen

SERIES AD6 WITH TOUCH DISPLAY

USER INTERFACE

Resident and visitor mode Announcement mode

Display individual information Code lock function
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Rear view: For all variants, 
the flush-mounted box width 
is 420 mm.
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Audio front-door station,  
12” display 
ADU64000-0030
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ADDITIONAL VARIANTS WITH MODULES FROM AMI SERIES


