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The FBI6126-0401 is a pre-configured IP gateway 
designed to integrate mobile door communication 
(snipdoo® HOME app) into a TCS system.

The FBI6126-0401 comes with pre-configured 
settings for 1 TCS video front-door station and up 
to a maximum of 4 TCS audio and/or video indoor 
stations. The licenses for 4 snipdoo® HOME apps 
are included for 5 years. The validity starts from the 
first scan of the QR code on the FBI6126-0401 web 
interface.

No access to the snipdoo® CLOUD is required.  
The device is intended for mounting on a DIN rail 
(DIN EN 60715:2001-09) with 6 HP in the control 
cabinet. An external device (e.g., laptop) is required 
to configure the device.

IP-GATEWAY
Dimensions  
H x W x D in mm Article No.

CLOUD 4 WE 6 HP for DIN rail FBI6126-0401

IP- Gateway CLOUD 4 WE

IP- Gateway CLOUD 4 WE

IP-GATEWAY CLOUD 4 WE
FUNCTION EXTENSION

DIN RAIL MOUNTING



IP-GATEWAY CLOUD 4WE
PRODUCT FEATURES
The FBI6126-0401 is an IP gateway between the TCS and IP networks. It 
enables the use of a TCS system with network-capable devices such as 
smartphones and tablets. The device is intended for TCS BUS systems 
with a front-door station and up to 4 indoor stations. It comes pre-confi-
gured and includes 4 snipdoo® HOME licenses.

	> Dimensions H x W x D mm: 90 x 104 x 70
	> Housing: Plastic, modular installation housing 6TE according to  

DIN 43880 for DIN rail mounting
	> Multilingual web interface: German and English
	> Image storage
	> SD card slot (max. 2 GB)
	> Optical status and error display via LEDs
	> IP address and passwords adjustable via configo
	> RJ45 connection for Ethernet
	> Firmware update via web interface

TECHNICAL DATA
	> Audio: Full duplex, Codecs G.711 (A/μ)
	> Video encoding: Video input (TCS…BUS -> IP),  

resolution 320x240, 640x480, Codecs MJPEG, JPEG (as HTTP),  
and h.264 (as SIP-RTP video stream)

	> TCS:BUS devices: 1x video front-door station and  
4x video indoor stations

	> snipdoo® HOME: 4x snipdoo® HOME license (valid for 5 years)
	> Interfaces: SD card (max. 2 GB), RJ45 connection, 6-wire TCS
	> via screw terminals
	> Operating voltage: I(a) = 0.1 mA, I(P) = 200 mA
	> Standby current: I(a) = 0.1 mA, I(P) = 200 mA
	> Maximum input current: I(Pmax) = 250 mA
	> Protection class: IP20
	> Mounting type: DIN rail (6TE)
	> Operating temperature: 0°C to 40°C 

https://www.tcsag.de/produkte  
 

For more information about the Smart Stick and TCS mobility extensions, visit:

https://www.tcsneu.de/gateway/

Send your inquiries to

Fax	 +49 4194 9881-189 
E-Mail	 hotline@tcsag.de

CONTACT
For planning questions, use the 
technical hotline advice

Phone +49 4194 9881-188  
(German landline)
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snipdoo® HOME

up to 4x TASTA Video Indoor Station IVW511x-0145

4x pre-configured snipdoo® HOME licenses included

EXAMPLE SYSTEM PLANNING


