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TASTA PRO
INDOOR STATIONS AUDIO | VIDEO

SURFACE-MOUNT

Indoor station for 
hands-free talking  
Audio Plus

Indoor station for 
hands-free talking
Video

Indoor station for 
hands-free talking
Audio

VARIANTS

INDOOR STATIONS TASTA PRO Article No.

Hands-free Audio ISW6010-0145

Hands-free Audio Plus ISW6031-0145

Hands-free Video IVW6511-0145

ACCESSORIES Artikel-Nr.

Surface-mount adapter  
ISW6031-0145/ IVW6511-0145 ZIA5011-0130

Desktop accessory ZIT5000-0030

Radio signal unit incl. Smart Stick FFL3200-0

Mounting bracket ISW6010-0145 ZIA5001-0145

Mounting plate ISW6010-0145 ZIA5003-0145

Mounting bracket ISW6031-0145 ZIA5005-0145

Mounting bracket IVW6511-0145 ZIA5006-0145

Spare part: 5x unlocking tools for Smart Slot E37144

Video image adjustment with sensor buttons  
(Video variant)

Switching between multiple cameras (Video variant)

With ambient lighting

Ringtone signaling via LED display or ambient lighting

Signaling ringtone muting via LED display

With automatic door opener, floor door opener  
function, parallel call, internal call, and call forwarding

With message storage and best voice quality with 
Smart Audio

Radio signal unit including Smart Stick available  
to forward door call signals as an optical-acoustic 
supplementary signal

Additional Smart Sticks as TCS mobility expansion  
for DECT and mobile telephony  
(all information in › Data sheet Smart Stick)

For surface-mount installation or as a desktop device



PRODUCT FEATURES
	> Indoor station for hands-free communication
	> Mounting type: surface-mount installation on flush-mounted box
	> Housing type: surface-mount housing
	> Material housing: plastic (ASA)
	> Housing color: white
	> Mounting plate: pre-installable with plug-in screw terminal
	> Number of acoustic call distinctions: 4
	> Speech control: Smart audio
	> Automatic hands-free mode after internal call: can be activated
	> Audio privacy: yes
	> Automatic call termination: yes
	> Call tone mute: at call OFF button
	> Call tone volume: can be adjusted
	> Conversation volume: can be adjusted
	> Door release function: at door release button
	> Light switch function: at light button

IMAGE / VIDEO FEATURES
	> Display type: color digital display
	> Display size: 8.9 cm (3.5“)
	> Display resolution: 320 x 240 pixels
	> Video privacy: yes
	> Image activation/camera selection: via sensor button
	> Color saturation/brightness/contrast: can be adjusted

ADVANCED FEATURES
	> Control function: via function button
	> Parallel call and internal call: can be activated
	> Automatic door release, call forwarding: can be activated
	> Floor door release function: can be activated
	> LED (red): call tone mute
	> LED (green): door and internal calls (short-term memory),  

busy indication
	> Functionally expandable: radio signal unit, Smart Stick
	> Installation mix of audio, video, access in one system: possible

TECHNICAL DATA  
AUDIO DEVICES IVW6010 AND IVW6031

	> Supply voltage: 24 V ± 8%
	> 2-wire idle input current I(a): 2.1 mA
	> 2-wire input current I(a max.): 75 mA
	> 3-wire idle input current I(a): 0.21 mA
	> 3-wire idle input current I(P): 2.1 mA
	> 3-wire input current I(P max.): 80 mA
	> 3-wire idle input current (with Smart Stick FFI00xx) I(P): 12 mA
	> 3-wire input current (with Smart Stick FFI00xx) I(P max.): 98 mA
	> Permissible ambient temperature: -5 to +40 °C
	> Protection class: IP30

WIRING AND COMMISSIONING
	> Automatic 2-/3-wire detection
	> In 2-wire installation and operation, it must be guaranteed  

at all times that no additional consumers are installed, and  
no function extensions are made.

	> Commissioning: Manual, with service device, with  
configuration software 

https://www.tcsneu.de/tastapro/  
 

Further information on Smart Stick and the TCS mobility extensions

https://www.tcsneu.de/tcsmobil

TASTA PRO
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Send your inquiries to

Fax	 +49 4194 9881-189 
E-Mail	 hotline@tcsag.de

CONTACT
For planning questions, use the tech-
nical hotline advice

Phone +49 4194 9881-188  
(German landline)

As of printing date 09-2024 | Technical changes reserved. www.tcsag.de/en

TASTA PRO

FUNCTION

Radio signal unit FFL3200-0 
including Smart Stick radio 
transmitter board

Smart Sticks as an additional TCS mobility extension  
for DECT and mobile telephony (all Smart Sticks and 
DECT sets in the › Smart Stick data sheet)

EXPANSIONS

ACCESSORIES

Desktop accessory
Mounting trays, mounting 
plates, and surface-
mount adapters for wall 
and flush-mounted box 
installation

(The mounting tray is 
included in the delivery)

AMBIENT LIGHTING 
Deactivatable, colored, and atmospheric enhancement that 
signals door or internal calls and provides orientation in 
the dark.


