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SKYLINE:TEN PRO
VIDEO INDOOR STATION

SURFACE-MOUNT

INDOOR STATION AND ACCESSORIES Article No.

Skyline:ten PRO, Hands-free video speaker, 
touchscreen, aluminium, silver powder-coated

IVW9110-0187

Table accessory Skyline:ten PRO ZIT9110-0801

Flush-mount set Skyline:ten PRO ZIU9110-0700

Comfortable control interface and control center 
with 25.6 cm (10.1”) touchscreen

Activate and control of the functions at the entrance

Compatibility with smart-home applications from 
various providers via the TCS App Store

can be used for weather information and apps  
from the TCS App Store

Best voice quality with Smart Audio

Receive TCS:BUS text messages

PTZ functionality with suitable cameras

Display local weather, time, calendar, and more

Integrated LAN and WLAN

NEU

COLORS | MATERIALS Monitor frame with powder 
coating in deep black. Side 
profiles with powder coating 
standard in metallic silver. 

Side profiles optionally 
available in deep black, signal 
white, crimson red, Highland 
green, or traffic yellow (RAL).

An additional 100 RAL colors 
are available for the side pro-
files as a custom option.

for TCS:BUS  
communication



SKYLINE:TEN PRO

1   �Date, time, and local weather information
2   �Status and notification bar (e.g., mute, automatic door opener, 

call forwarding, TCS:BUS text messages)
3   �Quick selection buttons, individually configurable with  

menu functions
4   �Menu bar (menu, video surveillance, browser, organizer,  

contacts, and call list)
5   �Direct selection buttons (Home, Back, Mute and Center)

HIGHLIGHTS AT A GLANCE

25.6 cm (10.1”) touchscreen  
with 1280 x 800 pixel diagonal 
resolution
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NEW! 
Outstanding acoustics due to 
large sound outlet gap
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A double click opens the  
start screen, and the app 
can be fully operated.

SKYLINE:TEN PRO

SMART 
COMPATIBILITY

www.tcsag.de/en

INNOVATIVE FUNCTIONS

The integrated TCS App Store  
enables the use of available  
Android apps, whose compatibility  
has been pre-tested by TCS. This  
allows for the convenient control of 
smart home applications from other 
manufacturers, such as shading,  
heating, alarm systems, or lights: 
 
e.g.	 BUSCH-CONTROL TOUCH 
	 CONTROL4
	 GIRA SMART HOME
	 RADEMACHER HOMEPILOT

ELEVATOR
Control function for calling an elevator 
(only with function expansion)

CONTACTS
Display list of internal and door calls 
from front-door stations

SCREEN CLEANING
Deactivates touch functionality for 
cleaning the device

CONTROL FUNCTION
Configuration of up to 20 control func-
tions, e.g., for light, garage door, or 
entrance gate

INTERNAL CALLS
Configuration of up to 20 internal calls 
with the serial numbers of indoor stati-
ons and display text

PARALLEL CALL
Simultaneous ringing of a second  
indoor station for incoming door calls

MUTE
Door, internal, and floor calls are  
signaled only visually

CALL FORWARDING
Forwarding of a door call to another 
indoor station

DOOR OPENER AUTOMATION
Pressing a bell button on the front-door 
station opens the main entrance

CALL LIST
List of door and internal calls, stored 
images, videos, or audio files

MESSAGES
Retrieval of incoming TCS short  
messages

CALENDER
Appointment management in the  
pre-installed calendar app

EMAIL
mail management in the pre-installed 
email app

BROWSER
Web browser for internet use

RECALL LAST CALLER
Voice communication with the last caller

CENTER
Voice communication with a center  
(if available)

OPEN DOOR
For opening the main entrance door

OPEN FLOOR DOOR
For opening the floor door

FRONT-DOOR STATION/CAMERA
Display video images from a front-door 
station or camera

CENTRAL ON/OFF
Triggers a central control function, e.g., 
when entering or leaving the apartment

TCS APP STORE
Provides a selection of various apps 
from third-party vendors, e.g., for home 
automation

...



Send your inquiries to

Fax	 +49 4194 9881-189 
E-Mail	 hotline@tcsag.de

CONTACT
For planning questions, use the tech-
nical hotline advice

Phone +49 4194 9881-188  
(German landline)
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DEVICE FEATURES AUDIO
	> Number of ringtones for call distinctions: 17
	> Number of parallel calls: 1
	> Number of selectable ring tones: 24
	> Automatic call disconnection: Yes
	> Internal call starts the conversation automatically: Can be activated
	> Floor call available: Yes
	> Floor door opener function: can be activated
	> Internal call: Can be configured
	> Microphone sensitivity volume: can be adjusted
	> Light switching: Via OSD menu
	> Audio privacy: Yes
	> Parallel call: Can be configured
	> Call acceptance: Via speech button
	> Call display: Optical and/or acoustic
	> Ring tone mute: Via OSD menu
	> Call forwarding: Can be configured
	> Language selection: German / English
	> Voice transmission: Smart audio
	> Automatic door opener: Via OSD menu

DEVICE FEATURES VIDEO
	> Image activation/camera selection: Via OSD menu
	> Image storage per door call: Yes
	> Brightness: Via OSD menu
	> Brightness adjustment: Via OSD menu
	> Contrast adjustment: Via OSD menu
	> Color saturation: Via OSD menu
	> PTZ control: Via OSD menu

USER INTERFACE
	> User apps: Email, calendar, and internet browser
	> Date display: Can be adjusted
	> Temperature display: Outside temperature (local weather data)
	> Time display: Can be adjusted
	> Input control: Direct selection buttons and OSD menu
	> Functions in OSD menu: (De-)Activation of touch function,  

programming, load factory settings
	> Short message reception: Possible
	> Start screen: Can be configured individually
	> Sending short messages: Via OSD menu

 
INSTALLER INTERFACE

	> Floor button connection: Yes
	> Operation display: OSD menu
	> Commissioning and configuration: Manual

	> Password protection: Yes
	> Load factory settings: Via OSD menu

 
CONTROL FUNCTIONS 

	> Number of configurable control functions: 20
	> Home automation: Central ON / Central OFF

 
IP SPECIFICATIONS 

	> Connection type: Screw terminals
	> Ethernet: LAN and WLAN

 
ELECTRICAL SPECIFICATIONS

	> Wiring information: 6-wire required
	> Max input current (mA): 240
	> Standby input current Ia (mA): 0.32
	> Standby input current IP (mA): 78
	> Input voltage (V): 26 ±8%

 
HOUSING 

	> Material: Aluminum, powder-coated silver
	> Min. allowable ambient temperature (°C): 0
	> Max. allowable ambient temperature (°C): 40
	> Housing protection class: IP30 

https://tcsneu.de/skylinetenpro/

SKYLINE:TEN PRO

DIMENSIONS (IN MM)

280 22

19
8

Simple installation with 
minimal effort using a 
standard flush-mounted 
box. Installation without 
a flush-mounted box is 
also possible.

Table accessory

ACCESSORIES


